TABLE 2
Low-Flow Groundwater Analytical Results (ug/L)
DNAPL Containment Area

Third Site Superfund Site, Zionsville, Indiana

DRAFT

LOCATION P-1 P-1 DUP pP-2 X-C1 X-D1 X-E1 X-E2
SAMPLE DEPTH® 31.9' 31.5' 31.5 32.7' 31.3' 33.0' 33.0'
COLLECTION DATE 4/30/2020 4/30/2020 4/30/2020 4/29/2020 4/29/2020 4/30/2020 4/30/2020
1,1-Dichloroethane 209 198 <1 <1 <1 3.0 <1
1,1-Dichloroethene 330 307 <1 1.1 <1 53 <1
cis-1,2-Dichloroethene 2,750 2,460 85.3 298 296 290 6.6
trans-1,2-Dichlorothene 63.4 62.6 3.6 53 13.8 6.9 <1
Tetrachloroethene 547 61.1 <1 <1 1.8 <1 <1
1,1,1-Trichloroethane <10 <10 <1 <1 <1 <1 <1
1,1,2-Trichloroethane <10 <10 <1 <1 <1 <1 <1
Trichloroethene 6,400 5,230 32.0 12.0 75.2 93.9 1.9
Vinyl Chloride 12.2 13.5 6.9 <1 30.8 19.2 <1
Bromomethane <50 74.7 <5 <5 <5 <5 <5
1,2-Dichlorobenzene 2,100 2,000 246 23.1 15.8 146 7.4
Chlorobenzene <10 <10 <1 <1 <1 <1 1.2
Ethylbenzene 122 120 <1 <1 <1 <1 <1
Isopropylbenzene (Cumene) 53.3 56.6 <1 <1 <1 <1 <1
Toluene 13.0 19.1 <1 <1 <1 <1 <1
Xylene (Total) 198 209 3.6 <3 3.8 3.6 <3
Total VOCs 12,306 10,812 377 340 437 568 17.1
Performance standards for ERH
Treatment (Total VOCs)® 4,285 4,285 4,285 4,285 4,285 4,285 4,285

NOTES:

1. Data presented in this table are preliminary and subject to validation.

2. Sample depth reported in feet below ground surface.
3. Performance standards per Table 5 of the April 2018 Remedial Design Report prepared by

McMillan-McGee Corp.

4. Samples analyzed using EPA Method 8260.

5. All results in microgram per liter (ug/L)

6. Bold indicates exceeds Performance Standards for ERH Treatment
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